SINCE 1839

BRINLY:

/ LVS-33BH PolyVAC System fits the following \
mower deck sizes of current tractor models:
PolyVAC System™

MODEL: : « John Deere 42",48" & 54" - MTD 38",42" & 46"
: - Murray 40",42" & 46" * Troy-Bilt 42"

L VS-3 3 BH « Craftsman 42",48" & 50" -« Bolens 38" & 42"
LVS-33 BHK « Cub Cadet 38",42" 44"50" - Stanley 42" & 46"

» Husgvarna 48", 54"

® Assembly
® |nstallation
® Operation
® Repair Parts

For use with
Lawn/Garden Tractors

-

Congratulations on your purchase! Your Lawn-Vac will require significant assembly time. Depending
on your skills; you should plan on 4 to 8 hours for assembly. Please call us at 877-728-8224 if you have

questions regarding the assembly or operation of your Lawn-Vac.

Note: Warranty registration required! Please make sure you send in the warranty card with required
information and record the serial numbers below.

Serial Number:
Engine Number:

For the latest product updates and setup tips:

Important: This manual contains information for the safety of
persons and property. Read it carefully before assembly and
operation of the equipment!

Visit us on the web!

www.brinly.com
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ENGINE MAINTENANCE

WARNING: Always stop engine and disconnect the spark
plug wire before performing and cleaning, lubricating, or
other repairs to the engine or impeller assembly.

1)Check engine oil level before each use. Only use high
quality oils. An SAE 30 grade oil with an API service
classification of SF or SG is recommended. Refer to
the engine owner’s manual for requirements.

2) Service the air cleaner as required by the owner’s
manual. It is recommended that the service schedule
extremely dusty conditions be followed.

3) At the start of each season the spark plug should be
cleaned and the gap set. Refer to the owner’s manual
for specifications.

4) The impeller assembly normally does not require
removal. It can be cleaned while on the engine. If
however the impeller assembly (B-6365) is removed,
the use of a special washer (B-6697) and high
strength bolt (B-6699) is required for re-assembly. The
following procedure must be followed:

a) Disconnect spark plug from engine.

b) Clean the motor shaft and the impeller assembly hub of
corrosion, rust, or other materials.

c) Install the impeller making sure that the impelier slips
freely onto the shaft. Check to make sure that the
inside shoulder of the hub resides against the shoulder
on the motor shaft.

d) Install the washer and bolt. Tighten to a torque of 40 to
45 foot-pounds. Failure to adequately torque the bolt will
result in premature motor failure.

STORAGE

1) The impeller assembly must be cleaned prior to storage
for the season and more often if heavy wet grass is
encountered. The following procedure outlines the steps
necessary:

a) Disconnect spark plug from engine.

b) Remove the hose at the connection to the blower
housing.

¢) Remove the 8 screws connecting the blower housing to
the blower housing plate.

d) Using a putty knife or other suitable tool, scrape the
impeller assembly to remove yard debris from the
impeller assembly. Warm water with soap will aid in this
process. A light coat of spray paint or oil will aid in
preventing the surfaces from rusting during the storage
period.

e) Reassemble unit.

2) Thofoughly clean the entire unit of yard debris. Clean the
screens to assure adequate air flow.

3) Lubricate moving surfaces with a light grade oil. Grease
the wheel bearings.

4) Clean the engine according to the engine owner’s
manual. For extended storage, it is important to prevent
gum deposits from forming in the engine fuel system. Refer
to the engine owner’s manual for the proper procedure.

5) Store unit in a clean dry area.
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PROBLEM

TROUBLESHOOTING

CAUSE/CONDITION

REMEDY

ENGINE FAILS TO START*

Spark plug wire disconnected.
Fuel tank empty, or stale fuel.
Fuel shut-off valve closed.
Faulty spark plug.

Connect wire to spark plug.
Fill tank with fresh fuel.
Open fuel shut-off valve.
Clean, adjust gap or replace.

LOSS OF POWER OR ENGINE
RUNS ERRATIC*

Spark plug wire loose.

Unit running on CHOKE.
Blocked fuel line or stale fuel.

Water or dirt in fuel system.

Carburetor out of adjustment.
Dirty air cleaner.

Connect and tighten spark plug wire.

Move choke lever to OFF position.
Clean fuel line; fill tank with fresh fuel.

Disconnect fuel line at carburetor to drain fuel
tank. Refill with fresh fuel.

Adjust carburetor.*
Service air cleaner.*

ENGINE OVERHEATS*

Carburetor not adjusted properly.

Engine oil level low.

Engine clogged with debris.

Adjust carburetor.”
Fill crankcase with proper oil.

Clean debris from the engine's cooling system.

TOO MUCH VIBRATION

Loose parts/fasteners.

Debris built up on impeller.
damage to impelier.

Stop engine immediately and disconnect the
spark plug wire. Tighten all nuts and bolts.

Clean impeller with scraper to remove debris.
Replace impeller.

UNIT DOES NOT DISCHARGE
DEBRIS INTO CANOPY/BED

Hose clogged.

Upper chute clogged.

Foreign object is lodged in impeller.

Engine is running too slow.
Unit is full.

Stop engine immediately and disconnect spark
plug wire. Remove hose from deck adapter
and blower housing, and clean out inside of
hose. If clogging continues, grass/debri is too
wet. Wait for drier conditions.

Stop engine immediately and disconnect spark
plug wire. Clean inside of upper chute. If
clogging continues, grass/debri is too wet.

Wait for drier conditions.

Stop engine immediately and disconnect spark
plug wire. Remove hose from blower housing
and remove lodged object. If object/debri is too
large, remove blower housing and remove
object/debris.

Use engine at full throtile.

Empty cart.

EXCESSIVE AMOUNT OF GRASS

LEAKS AT THE REAR OF UNIT

Canopy is not tied down with the
bungee tie straps

Flap at the rear of canopy is not lying

properly ggainst the bed

Connect both bungee tie straps to the bed per
instructions.

Make sure the flap is lying inside the bed.

CANOPY WILL NOT STAY OPEN

Gas spring not working properly.

Cable assembly is not connected to

the canopy.

Check gas spring for damage or wear; replace
if necessary.

Connect cable assembly to the canopy per
instructions.

LOAD DOES NOT DUMP
CLEANLY

Large amount of yard debris has
been collected.

Drive tractor forward (a few feet) while unit is in
the dump position.

NOTE:

* . Refer to engine manual packed with your unit.

- For repairs beyond the minor adjustments listed above, please contact y

our nearest authorized service dealer.

ENGINE:
The engine is warranted by the manufacturer and can be serviced by any factory authorized service center. Refer to your
engine manual for warranty, service, and optional information.
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